19980831.ba v02_n193.bam.980831 


>From ???@??? Tue Sep 01 00:39:48 1998 

Message-Id: <199808312056.PAA18031@sco.theporch. com> 
Date: Mon, 31 Aug 1998 15:55:49 CDT 

Subject: BOATANCHORS digest 2193 


BOATANCHORS Digest 2193 
Topics covered in this issue include: 


1) Re: Nutso Prices 
by listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists) 
2) Re: Help with SP-600 info 
by "Jim Carrington" <jcall@sirius.com> 
3) four 3B28's available for postage 
by Richard Loken <richardlo@devax.admin.athabascau.ca> 
4) Re: Help with SP-600 info 
by N5CM@aol.com 
5) Re: Space/Ocean Hop/Spaner of the Knight -Reply 
by Bob Reynolds <breynold@sigg.com> 
6) Novice AM xmtrs 
by cswiger <cswiger@wilma.widomaker.com> 
7) FS: Misc Heathkit equip, etc. 
by joelutz@juno.com (Joseph W Lutz) 
8) ARRL HANDBOOKS FS 
by David Stinson <arc5@ix.netcom.com> 
9) RE: BAs in Montreal 
by Jderm740@aol.com 
10) Howard 460/435 
by Jderm740@aol.com 
11) single-span tuning 
by Bill Jarvis <B.H.Jarvis@hw.ac.uk> 
12) WTB: Eimac 3CV1500A7 Vapor-Cooled Power Tubes 
by "Paul Christensen" <paulc@mediaone.net> 
13) On the reasons for desiring steatite bandswitches 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
14) RE: BAs in Montreal 
by Andre Guibert <aguibert@sympatico.ca> 
15) Parting out SX-101 & HT-32 
by JONWEINER@aol.com 
16) WTB 606B manual 
by "Ed Santavicca" <santavic@ct.picker.com> 
17) Re: OTs snuck onto 6M 
by W4U0C@aol.com 
18) 811, 813 characteristics sought please 
by Bill Jarvis <B.H.Jarvis@hw.ac.uk> 
19) Heathkit Handitester 


by David Stinson <arc5@ix.netcom.com> 
20) FS Old de Forest coil 
by "Ragnar Otterstad" <otterstad@inet.uni2.dk> 
21) Re single Span tunning 
by philip mccoy <dgnova@erols.com> 
22) PR-3-B gone! 
by William Donzelli <william@ans.net> 
23) Re: 811, 813 characteristics sought please 
by Ethan <ethan@olywa.net> 
24) RE:Oddest things in old radios 
by James.Reid@merisel.com 
25) MIL 10 M FM? 
by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 


Message-Id: <199808310450. XAAQ6496@jackatak.theporch. com> 

From: listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists) 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Nutso Prices 

Date: Sun, 30 Aug 1998 23:50:58 -0500 (CDT) 


Hi Gang- 

Yes, I am WAY behind in my email... I have been gone seven days in 
last two weeks and had other far more pressing things to deal with at 
home and work... so am terribly far behind... and, because I think 
these priorities are proper, I'll not apologize for putting the list 
on the back burner... a few of ya'll could try that once in a while as 
well... 


As I read Don's posting I see a valid point and question, and a total 
failure to understand the impact of off-topic and caustic discussions 
about price, and the need draw a line under POLITE and CONSIDERATE... 


Yes, there is a good reason to ask about prices and values, and there 
is also a HUGE under-current of hot gases waiting to explode about 
prices for radios... and since it rarely stays polite, the discussions 
usually are throttled... 


The "Policy" of not discussing these things is born of a desire to 
keep things polite and civil and NOT from any topical prohibition... 
If ya'll could keep the gratuitous remarks completely out of it, and 
have a well-reasoned and intelligent discussion, then have at it, but 
the first person to call some one else's price "crazy" or anything 
else is gonna cool their backsides in the penalty box for a VERY long 
time! 


I will be reading from no on out, so those who have misbehaved and 


acted out of line, you may have dodged a bullet, for now, but either 
be polite and civil, or be gone! Simple. 


And, folks, this is exactly why I *xpersonallyx would rather not have 
for sales of whole rigs on the list... ya'll can't seem to act 
politely when there are radios offered.... 


>Date: Fri, 28 Aug 1998 00:56:22 -0800 

>From: "Don L. Davis" <dxguy@earthlink.net> 

>Subject: Re: Nutso Prices 

> 

>Let me get this right. The official policy of this NG is to never 
>comment upon the price / condition / terms of the sale of a very rare 
>BA, because this has nothing to do with BAs? 

Wrong! 

The official policy that EVERYONE on the list agreed to xISx* to be 
POLITE and CONSIDERATE of the others on the list and of the list 
itself, at *ALL* times... as Thumper's Mom said: "If ya can't say 
something nice, don't say nothing at all." 


VV VV VV MV 


>A silly question: If one wants to collect & use BAs how does one do 
>that without an on-going discussion of market conditions, sources, and 
>availability? How about all of the folks who write "...I'm looking for 
>a Collins XYZ. How much should I pay?" Or "...I just found a 
>Hallicrafters ABC. How much are these worth?" Are these legitimate 

> >topics to those of you who run the list? 

Not a silly question, but rather sarcastic and provocative... The 

"fine line" not to be crossed is not the person who asked the 

question(s) as you pose them, but rather the responders who wax 

vitriolic and heatedly with opinion not based upon fact or reasonable 
analysis... 


VV VV WV 


Keep it polite, civil, considerate, and on topic, and there is NO 
problem... that is NOT a difficult policy, and places the burden where 
it belongs.... on the poster and NOT on some arbitrary "censor" 


Let's drop this and get back to Boatanchors, OK? 


73 
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 


Message-Id: <199808310514.WAAQ6425@mail1.sirius.com> 
From: "Jim Carrington" <jcall@sirius.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Help with SP-600 info 


Date: Sun, 30 Aug 1998 22:19:35 -0700 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Hi folks, 
I also have one of these Type 159 Northern Radio SP-600's but also have no 
documentation on it. If anyone has info on this rig , please copy me as 
well. 

Thanks 

Jim Carrington 


From: JOSE V. GAVILA (EB5AGV/EC5AAU) <eb5agv@ctv.es> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Help with SP-600 info 

Date: Sunday, August 30, 1998 1:08 PM 


Hi gang, 


VV VV VV VV 


I have received this message and can't be of help. Please, if you have 
any 


> information about that ‘special' SP-600 unit, I'll be happy to forward it 
> to Tom. 

> 

> Thanks a lot!. 

> 

> Best regards. 

> 

> JOSE 

> 

> weeeewew eee eee ewww ewww ewww www ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew 

> >Jose, 

>> 

> > I have an SP-600 that I recently decided to try to get working. I have 
a 

> >schematic but it does not reflect this particular unit. I am looking for 
> >some info on it's history and where to get the necessary documentation 
for 

> >it. 

>> 


> > It is a model SP-600 JX-6. It has the fixed frequency crystals and 
> >switches removed and the holes in the front panel where the switches 
went 

> >are coverd by a tag that reads: 

>> 

> > Northern Radio Company 

> > Communications Receiver 


> > Type 159 Model 1 S/N 68 

> > Volts 115 Phase 1 Cycles 50/60 

>> 

> > I have not been able to locate any info that can help me identify this 
> >unit. If you know anything about it, please let me know! Thanks. 

>> 

> > Tom W3TA 

>> 

> 


Date: Mon, 31 Aug 1998 00:04:33 -0600 (MDT) 
From: Richard Loken <richardlo@devax.admin.athabascau.ca> 
Subject: four 3B28's available for postage 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: 
<Pine.PMDF.3.95.980830235949 .541270152A-100000@devax.admin.athabascau.ca> 
MIME-version: 1.0 
Content-type: TEXT/PLAIN; charset=US-ASCII 


I have four used 3B28 rectifiers out of an RCAF transmitter cluttering up 

my desk. If anybody wants em I will send them your way for the cost of 
postage. The transmitter itself made the mistake of landing at that graveyard 
for old gear otherwise known as VE&ZZZ (abandon hope all ye who enter here). 


I have no idea if they work or not. 
Richard Loken VE6BSV, Systems Programmer - VMS 
Athabasca University 
Athabasca, Alberta Canada 
xx richardlo@admin.athabascau.ca xx 


From: N5CM@aol.com 

Message-ID: <de247dc6.35ea9e03@aol.com>> 

Date: Mon, 31 Aug 1998 08:58:43 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: boatanchors@theporch.com 

Mime-Version: 1.0 

Subject: Re: Help with SP-600 info 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Hi Jose, 
I suspect that the SP-600 you have was one of a group of three 


receivers, a master oscillator (Northern Radio), a combiner and 
a sideband converter all in a cabinet (rack & panel) for a triple 


diversity receiving set-up. 


The U.S. Armed Forces Network used relay stations to send the 
broadcasts to various areas of the world. 


I owned a sideband adapter, a Crosby Sideband adapter, but let 
it get away from me when I moved. I have been sorry ever since. 
It was part of the system. 


The Northern Radio master oscillator tuning dial was the same as 

the one on the BC-221, the oscillator in an oven and three stages 

of tuned radio frequency individually tuned with three output UHF 
connectors to send the "front end mixing oscillator" signal to each 
of the three receivers so that the front end mixing signal would have 
the exactly same frequency and PHASE, otherwise the music 

would sound horrible. There was also a crystal oscillator beat 
frequency oscillator which supplied the exact same frequency and 
phase for demodulation. It had three output UHF connectors for 
connection to the three receivers. 


The Crosby Sideband Adapter had two Western Electric crystal 

lattice sideband filters of 6 khz bandwidth (for broadcast music, etc.) 
One filter for each sideband. If one sideband had an interefering 
heterodyne, the operator could switch to the other sideband. 

It had a 20 cycle carrier filter (four 100 kc crystals slightly stagger 
tuned). With Automatic Frequency Control, the system would stay 

on tune. 


Sorry Jose, I didn/t mean to get strung out with such a long message. 
Hope the info will be of interest to you. 


Good luck, 73, Ken....N5CM.... 


Message-Id: <98Aug31.075742cdt.26900@firewall.sigg.com> 
Date: Mon, 31 Aug 1998 08:02:54 -0500 

From: Bob Reynolds <breynold@sigg.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Space/Ocean Hop/Spaner of the Knight -Reply 
Mime-Version: 1.0 

Content-Type: text/plain 

Content-Disposition: inline 


>>> <Kargokult@aol.com> 08/29 7:32 pm 
>>> 
In a message dated 98-08-28 08:54:38 


EDT, MNHopkins@aol.com writes: 


<< Perhaps Lafayette learned their lesson 
about RXs that radiate 


As a 12 year old kid studying code for a 
ham license, I answered a 40m CQ by 
keying the antenna on my Ocean Hopper. 

HE CAME BACK TO KN5BOB !!— - my 

adopted call" -- 


Red K5VOL 


Date: Mon, 31 Aug 1998 10:15:37 -0400 (EDT) 

From: cswiger <cswiger@wilma.widomaker.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Novice AM xmtrs 

Message-ID: <Pine.BSF.3.96.980831100518 . 5321A-100000@wilma.widomaker. com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Charles Ring [charlesr@infonline.net] writes: 
> MNHopkins@aol.com wrote: 


> >Bob/WBOAUQ wrote: 

> 

>> There is a rich literature of converting "Novice" TXs to 6M for 
> > those who did not learn enough code in 


>Not directly related, but I've long wondered why Johnson made that 
>little screen modulator for the Adventurer - how much good could 35 
>watts or so of screen-modulated AM have done on the HF phone bands in 
>the fifties? 


>I suppose the answer is a little, better than none, and didn't some of 
>its competitors have a screen modulator built in? 


The Hallicrafters novice HT-40 has 2-tubes/3-stages of audio for a 
screen modulator, single 6DQ5 final. It's companion 
VFO is capable of 6/2 mtr unmodified. 


Chuck 
kb4new 
cswiger@widomaker.com 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: baswaplist@foothill.net, boatanchors@theporch.com 
Date: Mon, 31 Aug 1998 15:02:20 UTC 

Subject: FS: Misc Heathkit equip, etc. 

Message-ID: <19980831.150245 .3382.1.JOELUTZ@juno. com> 
From: joelutz@juno.com (Joseph W Lutz) 


Hi, 


Starting to pack up things for the move north, and entry into 
retirement - so it is time for some things that will probably never be 
put on the air to go, [have more than enough to keep me busy]. With that 
said, will start off with the following: 


Heathkit HW-30 ["Twoer"] W/Mike - Appearance G - VG - No power cords 
or Manual. 'As Is' $50.00 + Shipping 


Heathkit HD-3030 - Appearance VG - W/Orignal Manual - ' As Is' 
$50.00 - Shipped 


Heathkit TX-1 ["Apache"] w/VX-1 Vox Control - Appearance VG - 
W/Oxriginal Manual - 'As Is' - [Have a Mint HX-10 
that has removed this one from my 'keeper' 
list]. $250.00 *« * x 
* * *x[VERY Heavy - Prefer P/U only as 
shipping will cost a lot - [I 
know! ]] 


Heathkit AT-1 w/VF-1 w/ Manual copies for both - Appearance G - VG 
on the AT-1 [some screws missing and pencil 
writing for settings by Driver knob that will wash 
off] The VF-1 case is F - G, but will throw in another 
VF-1 case that is VG [was going to switch them, but 
in all honesty I would never use it]. 'As Is' 
$100 + ship 


MFJ-931 Artifical Ground w/Orignal Manual. VG - EX . 
$50.00 + ship 
That's it for now - might get into the ‘real heavy' stuff later. 


73 de Joe W7LPF/4 [NNNOKUU] 
QWCA - SOWP - NCVA - FISTS - RCC 


Gordonsville, Va 22942 [Orange Co] 


Message-ID: <35EAB478.3347@ix.netcom.com> 
Date: Mon, 31 Aug 1998 09:34:32 -0500 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: ARRL HANDBOOKS FS 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


For Sale as one lot- ARRL Handbooks 


1964 excellent condition, small callsign/name penciled on front. 
1965 excellent condition, gold leaf on covers intact. 
1968 good condition, some cover rub wear, binding tight. 
1969 good condition, some cover rub wear, binding tight. 
1972 fair condition, front cover 20% loose, small piece 
of masking tape on front, binding tight. 


$51 plus 12 lbs shipping from 78728. 
Multiple requests decided by lottery. 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


From: Jderm740@aol.com 

Message-ID: <aa691c46. 35eabe6a@aol.com>> 

Date: Mon, 31 Aug 1998 11:16:58 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: aguibert@sympatico.ca 

Mime-Version: 1.0 

Subject: RE: BAs in Montreal 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Bonsoir Andre 


That phrase is the FIRST one we boys learned in High School French Class. 


next thing we learned was, how to DUCK. 


Jack 


From: Jderm740@aol.com 


The 


Message-ID: <d09f5bca.35eabed7@aol.com>> 

Date: Mon, 31 Aug 1998 11:18:47 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: Howard 460/435 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


luc 
Do you have that one in your index? 


Jack 


Message-Id: <199808311544.QAA28848@punt2.hw.ac.uk> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Bill Jarvis <B.H.Jarvis@hw.ac.uk> 

CC: "j.m.osborne" <j.m.osborne@btinternet. com> 
Date: Mon, 31 Aug 1998 16:43:23 +500 

Subject: single-span tuning 


In Vol 4 of Stubbs' Electrical Encyclopaedia I have just read about 
SINGLE SPAN TUNING, which is superhet but with NO tuning of the aerial 
(signal frequency) circuit. 

The advantage claimed is that by tuning only the local oscillator 
(needing only a single-gang VC and no aligning), you can tune from 200 


to 2000 metres without a wavechange switch. 


(Happy coincidence that requires a maximum to minimum capacity ratio of 
only 3.14..... ) 


(I think you can calculate the IF without further info.) 

Has anyone USED such a circuit? 

Finally, does anyone have any clues as to the DATE of Stubbs' 
Encyclopaedia? It's certainly before they got into the habit of putting 
the date inside the printed book! Clue: They define UHF, that's UHF, as 
less than 15, that's 15, metres...... 


GM8APX, qthr Edinburgh, Scotland, UK 


Timeo Danaos et dona ferentes 


Net-Tamer V 1.12 Beta - Registered 


Message-ID: <0Q07601bdd4f£a$245e1520$£2a898a9@jaxadmin2-89.mediaone. com> 
From: "Paul Christensen" <paulc@mediaone.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTB: Eimac 3CV1500A7 Vapor-Cooled Power Tubes 
Date: Mon, 31 Aug 1998 12:11:54 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Top-dollar paid for Eimac 3CV1500A7 vapor-cooled power tubes in any 
condition. Needed to restore my 30-year-old Alpha PA-70V amplifier. 


-Paul, W9AC 


Message-Id: <3.0.1.32.19980831111323 .00b2d9f0@vuse. vanderbilt. edu> 
Date: Mon, 31 Aug 1998 11:13:23 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: On the reasons for desiring steatite bandswitches 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


...Which the SX-42 does not have. 


After patching the burning bandswitch and cleaning up the debirs, I 
mentioned measuring the leakage with my trusty TO-4. Well, a Sprague TO-4 
applies high voltage to something and measures the current. The lowest 
range is 6 mA full scale. It looked fine to me.... 


So I turned the SX-42 on Saturday morning. It worked, but bands 1 and 2 
were very insensitive and there was odd lumpy crackly noise, even with the 
antenna shorted. This was soon isolated to the second RF tube. In this 
design, the first RF tube is not used for bands 1 and 2. The noise was 
reduced when going to band three and sensitivity improved. 


Long story short, the grid bias on the second RF tube was running about +3 
volts. It also had way too much screen current (dropped the screen to 90 v 
instead of 175v). When going to band 3, the grid is driven by the first RF 
tube and this leakage is less important. Turns out that the Halli design 
puts the grid connection on one side of the wafer and the plate connection 
(at about 250v) on the other side. Problem with this is that there are 
these rivets that attach the contacts going from one side to the other, and 
the clearance of the rivet heads is miniscule. I was getting a few 


microamps leakage in at least two wafers this way. Judicious scraping and 
scrubbing has now got the biases where they need to be. 


Bottom line: CLEAN THOSE BANDSWITCHES! And don't let them get hot. And 
don't let them get wet. etc. I need to go work on a National..... 


73 A. B. Bonds 


Date: Mon, 31 Aug 1998 12:18:11 -0400 (EDT) 

Message-Id: <199808311618 .MAA14715@smtp13.bellglobal.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Andre Guibert <aguibert@sympatico.ca> 

Subject: RE: BAs in Montreal 


>Date: Mon, 31 Aug 1998 11:16:58 -0400 (EDT) 

>From: Jderm740@aol.com 

>Subject: RE: BAs in Montreal 

>To: boatanchors@theporch.com 

>Cc: aguibert@sympatico.ca 

> 

>Bonsoir Andre 

> 

>That phrase is the FIRST one we boys learned in High School French Class. 

>next thing we learned was, how to DUCK. 

> 

>Jack 
Bonjour Jack and All 
Forgot to tell you that this phrase was part of a 
salesmanship course and the graduates where the one 
that had not to duck. 
BA’s store in Montreal(Dumont Electronique) deals 
mainly in test equipment now with the odd ham boatanchors 
but it is a must to any of us. 
Forget about it if you are not fluent in French and 
diplomacy is a must. 
Andre 


From: JONWEINER@aol.com 

Message-ID: <cc6b9228.35ead01a@aol.com> 

Date: Mon, 31 Aug 1998 12:32:26 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 


The 


Subject: Parting out SX-101 & HT-32 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


I have been parting out these two units. Although a lot of items have been 
sold and shipped, I still have a lot left, including the cabinets. 


Jon, K1iVVC 


Message-Id: <9808311709.AB09670@ct.picker.com> 
From: "Ed Santavicca" <santavic@ct.picker.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Date: Mon, 31 Aug 1998 13:08:55 -0500 
Mime-Version: 1.0 

Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7BIT 

Subject: WTB 606B manual 


Does anyone have a service manual for a HP-606B for sale? 
tnx 


73, Ed 
Lakewood, Ohio 


AA8TV 


Ed Santavicca 


73 de AA8TV 
Piper Warrior N44076 
santavic@ct.picker.com 


From: W4U0C@aol.com 

Message-ID: <65c42b2d.35eadc95@aol.com> 

Date: Mon, 31 Aug 1998 13:25:41 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: Re: OTs snuck onto 6M 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


I have plate modulated my Health AT-1 and have worked out well on 3.885 as 
well as 10-40 meters. I use a horizontal loop at about 60+ ft. I have also 
recently been on 3.885 with a Babcock mobile transmitter which is no more than 
15 Watts output and it too is plate modulated. 


Tom Koch - W4UOC 
Dunwoody, GA 


Message-Id: <199808311740.SAA29365@punt2.hw.ac.uk> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Bill Jarvis <B.H.Jarvis@hw.ac.uk> 

CC: "j.m.osborne" <j.m.osborne@btinternet.com> 
Date: Mon, 31 Aug 1998 18:39:39 +500 

Subject: 811, 813 characteristics sought please 


Could anyone kindly let me know the usual characteristics of the 811 and 
the 813? 


(I'm not going to do anything illegal. It's for a BA-state rebuild of 
the power output amplifier of an old church electronic organ. Almost 
exactly like building a 200 to 500 watt modulator. 


(They want to be able to see the flickering fluorescence during hymns. I 
am not sure which denomination. ) 


Thanks in anticipation, 


GM8APX, qthr Edinburgh, Scotland, UK 
Tibi gratias agimus quod nihil fumas. 


Net-Tamer V 1.12 Beta - Registered 


Message-ID: <35EAE37A.4480@ix.netcom.com> 
Date: Mon, 31 Aug 1998 12:55:06 -0500 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Heathkit Handitester 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Does anyone know when Heathkit introduced the 


pretty little bakelite "Handitester?" 
My catalogs only go back to 1954 and it is listed there. 


73 DE Dave AB5S 
arc5@ix.netcom.com 


Message-Id: <199808311812 .UAA28169@inet.uni2.dk> 
From: "Ragnar Otterstad" <otterstad@inet.uni2.dk> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <baswaplist@foothill.net> 

Subject: FS Old de Forest coil 

Date: Mon, 31 Aug 1998 18:10:52 +0100 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


I am cleaning up in my basement and found an old plug-in coil marked: 


DE FOREST 1250 
With a wavelength chart, and the words : Closed Circuit Wavelength. 


I have no idea about its value and welcome any offer . 


73 Rag OZ8RO in Copenhagen 


Message-ID: <35EB185E.480E@erols.com> 

Date: Mon, 31 Aug 1998 14:40:46 -0700 

From: philip mccoy <dgnova@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re single Span tunning 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Single span receivers were used in England and in Europe during the 
earlier 1930s. There was a diagram of one in Wireless World about 

1931 or so. There was a describetion of one I believe was manufactured 
or used in Scotland in Wireless Engineer. From the picture, it 
appeared to used 4 valves. The IF frequency was 1.6mcs. You don't 

use a tunned circuit in the aerial coupling network but use a 

low pass filter. 


Philip McCoy dgnova@erols.com 


Date: Mon, 31 Aug 1998 14:53:21 -0400 (EDT) 


From: William Donzelli <william@ans.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: PR-3-B gone! 

Message-Id: <Pine.GS0O.3.96.980831145217 .10991C -100000@titan.purch.ans.net> 
Mime-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Yes, even bad tubes move! 


William Donzelli 
william@ans.net 


Message-ID: <35EAFA66.1D79C42B@olywa.net> 

Date: Mon, 31 Aug 1998 12:32:54 -0700 

From: Ethan <ethan@olywa.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: 811, 813 characteristics sought please 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Bill, 
Check out the tube data search engine at 
http: //www.duncanamps.simplenet.com/tubedata/tubesearch. html 


I'm fairly certain it'll find data for both. 


Regards, 
Ethan 


From: James.Reid@merisel.com 

Mime-Version: 1.0 

Date: Mon, 31 Aug 1998 12:19:07 -0700 
Message-ID: <Q02EC735.1413@merisel.com> 
Subject: RE:Oddest things in old radios 

To: Old Tube Radios <boatanchors@theporch.com> 
Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7bit 
Content-Description: cc:Mail note part 


Greetings all, 

I was gonna let this thread die except this weekend I was 
"re-boxing" an old Philco console(40-201). While I had the shrink 
wrap removed, I peeked around behind into the chassis area. There was 
a little slip of paper sticking out from underneath. I retrieved it 


and found it was a receipt for the local newspaper(still published, 
BTW) for September, 1951. When I opened the double-hinged dial cover, 
it didn't open smoothly. Looking down in the cracks, there was a 
penny wedged down inside. I fished it out and looked at the date. 
1926! Interesting to say the least..... 


-Jim N6SVS 
James.Reid@merisel.com 


MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 

Date: Mon, 31 Aug 1998 16:54:01 -0400 (EDT) 

Subject: MIL 10 M FM? 

To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9808311654.aa12949@pcusa01.ecunet.org> 


To: boatanchors@theporch.com 

The FM calling freq on 10 m is 29.6, then QSY to below 29.3 or so to chat, 
avoid 29.3 (or is it 29.4?) to 29.5, is that still an active satellite 
downlink freq band? 


29.5 used to be ok as an alternate calling freq, but see above. 


AVOID THE FM REPEATER INPUT (29.52-29.58) & OUTPUT (29.62-29.68) FREQS, 
PSE! 


52.525 MHz is 6 m FM simplex freq. 
-John Sehring ( 1:20 pm Mon, Aug 31, 1998 at Custer, SD USA) ucc wb2eq¢ 


End o£ BOATANCHORS Digest 2193 
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